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TECHNICAL DATA 4ED0300 4ED0400 4ED0600

Load capacity 3500 Kg 4000 Kg 5000 Kg

Platform lengths 4370 mm 4450 mm 5230 mm

Platform widths 450 mm 560 mm 580 mm

Width between columns 2670 mm 2670 mm 2900 mm

Distance between platforms 800-1235 mm 690-1015 mm 800-1210 mm

Minimum height 190 mm 150 mm 150 mm

Lifting height 1700 mm 1700 mm 1800 mm

Lifting time 30” 30” 45”

Overall length 5380 mm 5150 mm 5950 mm

Overall width 3035 mm 3035 mm 3265 mm

Motor 3 Phase 230/400 V 50/60 Hz. 2.2 KW 3 Phase 230/400 V 50/60 Hz. 2.2 KW 3 Phase 230/400 V 50/60 Hz. 2.2 KW

Hydraulic 4-Post Lift 100% Automatic Release No compressed Air Required

BEST SELLER

BEST SELLER

Watch Video

	· Optional Single Phase 4ED0300/2 - 4ED0400/2 - 4ED0600/2
	· 4-POST LIFT HIDRAULIC 5.5T 4ED0600ESP

	· Optional Platform Extension 4ED0600 to 5,7m Ref. 4741800 
	· Aligment Supplement for 4741800 Ref. 4741900

http://youtu.be/lLbGpNHJKiY

